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Abstract— This paper presents a new approach for esti-
mating in real-time the parameters of the advection-diffusion
equation that describes the propagation of an instantaneously
released gas. A mobile robot equipped with an appropriate
sensing device collects measurements in order to estimate
the parameters of this equation. The selection of the set of
locations where chemical concentration measurements should
be recorded, is performed in real-time with the objective
of maximizing the accuracy of the parameter estimates and
reducing the time to convergence of this estimation problem.
Simulation results are presented that validate the described
approach, which has significantly lower computational re-
quirements compared to alternative motion strategies based
on exhaustive global search.

I. I NTRODUCTION

In the post-Cold War era and after the terrorist attacks
on September 11, 2001, there is a growing concern that
future terrorist activities may involve the use of chemical
or biological weapons, such as in the attack with the nerve
gas Sarin in the Tokyo subway in 1995 [1]. In addition, there
is a number of unintentional chemical agent explosions,
such as an accidental release from a chemical refining or
storage area, as the Union Carbide release in Bhopal, India
[2]. In each situation, a quantity of hazardous material is
released in the atmosphere creating dangerous or lethal
conditions for people. Furthermore, the chemical agent
particles may be spread by the wind and affect areas outside
the immediate proximity of the initial release. Dealing with
these scenarios requires that specially trained individuals are
able to accurately and rapidly predict the consequences of
the release, estimate its spread, and determine emergency
response actions such as evacuating populated areas and/or
attempting to contain the agent by spraying appropriate
chemical absorbents.

Successful prediction is conditioned on the availability of
accurate information regarding the gas release. Propagation
models based on the advection-diffusion equation (Eq. (2))
require precise knowledge of the release timet0 and lo-
cation (x0, y0, z0), the amount of gas release (massQ),
and the dispersion coefficientsK for this chemical agent
in a given environment. In many cases, sufficient prior
knowledge is unavailable or potentially inaccurate. Thus,
these parameters should be estimated by collecting gas
concentration measurements from the region of explosion.
This in turn requires that individuals in protective equipment
enter the hazardous area and obtain samples.

In an ideal situation, this sampling task could be achieved

by mobile robots. This would require that these robots
are equipped with sensors for measuring the concentration
of the chemical agent, registering the locations and times
where measurements were recorded, and processing this
information to compute accurate estimates for the parame-
ters of the advection-diffusion equation. Robots with these
capabilities will reduce the risk to the human response teams
and potentially lower the financial cost of such operations
since no life support equipment is necessary for a robotic
emergency response team.

However, due to the time-critical nature of the problem,
simply requiring that the robots perform a random or ex-
haustive search of the affected area may not be sufficient for
quickly establishing accurate estimates of the parameters of
the release. A robot must be able to determine a trajectory,
described as a set of feasible next locations, that it must fol-
low in order to acquire the most informative measurements,
i.e., the measurements that will improve the accuracy of
the estimates for the parameters of the advection-diffusion
equation. This paper presents a method for accomplishing
precisely this task in the case of a single robot that can
localize outdoors by means of GPS. This initial approach
operates in a reasonably simplified environment, relatively
flat and obstacle free, in order to establish the feasibility of
the proposed method.

II. RELATED WORK

A. Source Localization methods

A number of methods inspired by the behavior of species
for identification of airborne or waterborne agents, have
been proposed for the solution of the odor localization
problem. Chemotaxisand Anemotaxisare the most com-
mon techniques used in nature. Chemotaxis relies on the
local gradient of the chemical agent concentration while
Anemotaxis-based approaches require that the agent moves
in the upwind direction. Even though both these methods
are well-accepted for Chemical Plume Tracing (CPT), they
suffer from two significant drawbacks. Chemotaxis is not
feasible in an environment with a medium or high Reynolds
number, where it could lead to regions with high concen-
tration that are not the source (e.g., the corner of a room)
[3]. Anemotaxis, on the other hand, should not be applied
in an environment without strong ventilation [4].

1) Concentration Gradient-based:The Adapted Moth
Strategy is employed for odor localization in an unventilated
environment [5]. A mobile robot or, a team of robots,



equipped with a gas sensor performs a random search until
it identifies concentration of the chemical agent. Thereafter,
the robot starts a zigzag motion by turning approximately
65◦ to the side of the highest concentration. When the
robot completes six zigzag turns, it executes a circular
motion with a radius of 50cm. If the sensors record an
increased value of the gas concentration, the motion pattern
is restarted. A biased random walk approach to CPT is
presented in [6]. A mobile robot records concentration mea-
surements and localizes multiple sources by employing two
modes. In the first one, named “run”, the robot navigates
towards the source by computing the local gradient. In the
second mode, named “tumble”, the robot randomly reorients
itself in a new direction, which will be the direction of the
next run. After performing a run, if the sensors record a
positive gradient, it decreases the tumbling frequency and
increases the run length. A negative gradient triggers a
tumble without affecting its frequency.

2) Flow Direction-based:A number of methods have
been inspired by the general perception that diffusion is a
slower mass-transfer mechanism compared to wind. Based
on this observation, a robotic system, equipped with anemo-
metric devices and gas sensors, was designed by Ishida
et al [7]. This work presents two approaches to source
localization. In the first one, called “step-by-step”, the robot
moves at an angle in-between the direction against the wind
and that towards the gas sensor with the highest response.
In the second approach, called “zigzag”, the vehicle moves
obliquely upwind across the plume. Once it reaches the
boundary of the plume, it changes direction and heads
towards the boundary on the opposite side. An extension
of this work to environments where there is no uniform
wind direction is presented in [8]. As long as the gas
sensors receive reliable measurements, the robot computes
and follows the local gradient. When it reaches a region of
low concentration, it turns and moves upwind.

In [9], a mobile robot equipped with a chemical sensor,
a bumper sensor, and a wind vane, moves in an indoor
environment in order to detect a chemical leak. Initially,
the robot calculates the location of the plume centroid by
collecting measurements of the gas concentration across
the plume. Subsequently, it moves towards the center and
against the wind until it detects the source. The Spiral Surge
Algorithm [10] is one of the most popular CPT algorithms
in the field of Swarm Intelligence. A mobile robot follows
a spiral trajectory collecting data of the gas concentration.
Once a plume is detected, the robot moves in the upwind
direction for a specific time interval. If the plume is detected
again, the robot continues the upwind trajectory, otherwise
it starts a new spiral trajectory in order to re-encounter the
plume.

A behavior-based approach to CPT for an Autonomous
Underwater Vehicle (AUV) is presented in [11]. Initially,
the AUV searches for chemical traces by moving obliquely
to the current. Once a plume is detected, the robot moves
against the direction of the flow. If the chemical distribution
becomes intermittent, e.g., due to turbulent fluid flow, the

robot continuous to move mostly up-flow, but at a varying
angle. Finally, if no measurements are available, over a large
time interval, it switches to a reacquisition behavior and
follows a clover leaf shaped trajectory.

3) Fluid Dynamics-based:A CPT approach based on
principles of fluid dynamics is presented in [3], [4]. This
method, referred to asFluxotaxis, relies on the computation
of the one-dimensional Gradient of Divergence of Mass
Flux (GDMF) in order to lead a team of autonomous agents
to the location of the chemical emitter.

Methods previously used for predicting meteorological
phenomena and pollution tracking, such as the Ensemble
Kalman filter [12], have also been applied to the odor
localization problem. The Process Query System (PQS) is
appropriate for filtering large numbers of data originating
from a network of sensors [13]. In this work, the source
location determination is formulated as a two-dimensional
inverse problem based on the diffusion equation.

At this point, we should note that the aforementioned
methods can be used for source localization andnot for es-
timating the parameters of the advection-diffusion equation
that describes thepropagationor spreadof the chemical.

B. Spread Estimation methods

A number of methods have been developed for predicting
the spread of a chemical agent after a gas explosion. Most
of these are based on the computation of the advection-
diffusion equation parameters. This equation describes the
propagation of an instantaneously released gas as a function
time [14]. A method for estimating six of the parameters
that appear in the advection-diffusion equation is proposed
in [15]. In this work, measurements of the gas concentration
are collected and the parameter values are estimated off-
line. This is known as inverse modelling and has been
formulated as a nonlinear least-squares estimation problem.
Extensions to [15] are presented in [16], [17] for the case
of a continuously released chemical agent.

Finally, a technique for modelling the distribution of
the chemical agent concentration in an unventilated indoor
environment is presented in [18]. A mobile robot is used for
producing a grid-map description of the area. An estimated
value of the gas concentration is assigned to each cell of
the grid.

III. A DVECTION - DIFFUSION MODEL

The approach presented in this paper uses the advection-
diffusion model developed in [15]. In this model, a standard
Cartesian coordinate system is used with theX-axis co-
inciding with the mean wind direction. An instantaneous
release ofQ kg of gas occurs at timet0 at location
(x0, y0, z0). This is then spread by the wind with mean
velocity U = [u, 0, 0]T . The concentration,C, of the
released agent at an arbitrary location(x, y, z) and timet
is described by the following equation:

∂C

∂t
= −∇q (1)



Vector q represents the total mass of all particles of the
released substance which move through a location within a
given time interval.

A. Solving the Advection - Diffusion equation

Solving Eq. (1) requires determining both the initial
and boundary conditions. Assuming that the release of
the contaminant is instantaneous, the initial conditions can
be modelled by a Dirac delta function at(x0, y0, z0).
Boundary conditions result from the following two obser-
vations: (i) the concentration is zero at infinity in all spatial
directions, and (ii) it is assumed that the contaminant is not
absorbed by the ground.

In order to simplify the derivation, certain factors, such
as the structure of the landscape and variations in humidity,
are not taken into consideration. Furthermore, to allow for
a closed-form solution, the velocity of the wind,u, as well
as the eddy diffusivities,Kx, Ky andKz are assumed to be
constant. Under these assumptions, the solution of Eq. (1)
is:

C(x, y, z, t) =
Q

8π
3
2 (KxKyKz)

1
2 (∆t)

3
2

× e
− (∆x−u∆t)2

4Kx∆t − ∆y2

4Ky∆t

×
(
e−

∆z2
4Kz∆t + e−

∆z′2
4Kz∆t

)
(2)

where∆x = x− x0, ∆y = y − y0, ∆z = z − z0, ∆z′ =
z + z0 and∆t = t− t0. For the problem at hand, a mobile
robot is used to collect concentration measurements. Unless
special custom-designed robots are used, it is clear that the
measurements can only take place very close to the ground.
We model this situation by assuming that all measurements
are recorded atz = 0, and the release occurs at ground level,
i.e., z0 = 0. Thus, Eq. (2) can be modified as follows:

C(x, y, 0, t) =
Q

4π
3
2 (KxKyKz)

1
2 (∆t)

3
2

× e
− (∆x−u∆t)2

4Kx∆t − ∆y2

4Ky∆t (3)

This expression resembles a Gaussian function, with time
varying standard deviations along both theX andY axes.
A visualization of the solution is depicted in Fig. 1.

B. Problem Formulation

We now focus on the inverse problem of determining
the parameters of the instantaneous gas release from mea-
surements of the gas concentration. We seek to estimate
the location (x0, y0) and timet0 of the explosion, the gas
release massQ, and the eddy diffusivities along theX and
Y axes, assumed to be equal,Kx = Ky

1 The wind velocity
u is provided by an anemometer and is treated as a known
constant.

We formulate a least-squares estimation problem for
determining the parameter vectorθ = [Q Kx x0 y0 t0]T ,
using measurementsZk of the concentrationCk =

1Kz can be found by using models, such as those described in [19].

C(xk, yk, 0, tk; θ) of the chemical agent corrupted by zero-
mean white Gaussian noisen(tk):

Zk = Ck + n(tk) (4)

whereσ2
n = E

[
n(tk)2

]
is the variance of this noise.

From Eq. (3), the following expression for the natural
logarithm of the gas concentration is derived:

hk (θ) = ln Ck = ln

(
Q

4π
3
2 (K2

xKz)
1
2

)
− 3

2
ln (∆t)

−
(

∆x2

4Kx
+

∆y2

4Kx

)
1

∆t

−u2∆t

4Kx
+

2u∆x

4Kx
(5)

Note that this formula contains no exponential terms, which
greatly simplifies the following derivations. Eq. (5) relates
the logarithm of the concentration to the parameter vectorθ,
defined above. The natural logarithm of each measurement
of the concentration,̄Zk, is given by:

Z̄k = ln
(

Ck + n(tk)
) ' ln Ck + n̄(tk) (6)

wheren̄(tk) is a noise process corrupting the logarithm of
the concentration.

At this point, a comment regarding the distribution of
the samples of the noise processn̄(tk) is necessary. The
basic assumption is that the measurement noise is a white,
zero-mean, Gaussian process. Thus, it is expected that the
noise affecting the logarithm of the concentration is not
Gaussian. However, by plotting the empirically determined,
through Monte Carlo simulations, histogram of the samples
of this noise process, shown in Fig. 2, we can observe that
the spread of̄n(tk) can be well approximated by a Gaussian
probability density function (pdf). Linearization of Eq. (6)
yields

n̄(tk) ' 1
Ck

n(tk) (7)

Thus the varianceσ2
n̄ (scalar) ofn̄ is given by:

σ2
n̄ = E[n̄2(tk)] =

1
C2

k

E[n2(tk)] =
σ2

n

C2
k

=
1
α2

(8)

whereα2 is the signal to noise ratio (SNR), assumed to be
constant.
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Fig. 1. 2D gas distribution.
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The cost function we seek to minimize is

f (θ) =
(
Z̄ − h (θ)

)T
R−1

(
Z̄ − h (θ)

)
(9)



where Z̄ =
[

Z̄1 . . . Z̄N

]T
is the vector of all (log-

arithmic) measurements collected by the robot,h(θ) =
[ h1(θ) . . . hN (θ) ]T is the vector of the corresponding
expected measurements andR = σ2

n̄IN×N is the mea-
surement noise matrix. It is clear thatf is a nonlinear
function of the elements ofθ and cannot be solved in closed
form for θ. Therefore, we resort to linearization of this
formula by employing the Taylor series expansionh(θ) '
h(θ̂)+H (θ− θ̂) whereH = H(θ̂) =

[
HT

1 . . . HT
N

]T

is theN × 5 Jacobian matrix ofh(θ). Since there are five
parameters in the estimated vectorθ, a minimum of five
(non-degenerate) concentration measurements are required
in order for a unique solution to exist.

C. Levenberg - Marquardt Optimization for estimatingθ

In our implementation, the Levenberg-Marquardt method
(L-M) has been employed for the iterative minimization of
the cost function in Eq. (9). L-M is a combination of the
Gauss-Newton and the Steepest Descent methods. It em-
ploys function evaluations and gradient information while
estimates of the Hessian matrix are computed as the sum
of the outer product of the gradients. The behavior of the
L-M method is determined by a positive coefficientµp. For
small values ofµp, L-M approximates the Gauss-Newton
method, whereas for large values ofµp it behaves as a
Steepest Descent. The basic advantage of L-M optimization
is its robustness to numerical errors. However, since it is a
gradient-based method, under poor initialization it may be
attracted to local minimum of the cost function.

Given an initial estimate, from the previous time step,
θ̂

0

k = θ̂k, a recursive relation for the vector of the estimated

parameterŝθk+1 = θ̂
m+1

k , wherem is the last L-M itera-
tion, can be obtained by employing the following iterative
process for the minimization of the linearized cost function
in Eq. (9):

θ̂
p+1

k = θ̂
p

k +

(
k∑

i=1

HT
i Hi +

µp

α2
· Ik×k

)−1

×
k∑

i=1

HT
i

(
Zi − hi(θ̂

p

k)
)

(10)

Note that all quantities related tôθ, on the right hand side of
this equation, are computed using the estimated parameter
vector θ̂

p

k from thep-th iteration.
The covariance matrix of the estimated parameter vector

θ̂k is given by

Pk =
1
α2

(
k∑

i=1

HT
i Hi

)−1

(11)

IV. T RAJECTORYGENERATION

The selection of the sequence of locations, where the
measurements will be recorded is based on the minimization
of the uncertainty of the estimated parameter vectorθ. This
is described by the trace of theexpectedcovariance matrix
P̂k+1, computed in Eq. (11) using theexpectedvalues

of the matricesHi(xi, yi) for any candidate location(s)
(xi, yi) considered by the robot for collecting the next
measurement(s). Through a large number of simulations,
the trace of theexpectedcovariance matrix was determined
to be locally concave. We employ the following theorem,
adapted from [20], for minimizing the trace of theexpected
covariance matrix.

Theorem 1:Let f be a function defined on the bounded,
closed concave setΩ. If f has a minimum overΩ, it is
achieved at an extreme point ofΩ.
Fig. 3 shows that the current position of the robot (indicated
by the dashed line) is near the point that corresponds to
the maximum value of the cost function. Therefore, before
recording the next measurement, the robot must move as
far away as possible from its current location, towards
the boundary of the objective function. Based on this
observation, we set the velocity of the robot to its maximum
valueVmax and hereafter we concentrate on determining the
set of directions of motionφk, k = 0 . . . N−1 that minimize
the trace of theexpectedcovariance matrix,̂Pk+1.

The spatiotemporal distribution of the measurementsZ,
processed for determining the parameter vectorθ, has a
significant impact on the accuracy and the convergence
properties of this estimation problem. In general, it is
necessary to have at least as many measurements as the
number of parameters being estimated. For the case of the
instantaneous gas release, a minimum of five measurements
is required. It is unrealistic to assume that the measurement
times and locations can be selected arbitrarily. Thus, a
trajectory generation method must be devised that allows
for both accurate and timely estimation of the release
parameters. Assume that at timetk, the robot is located at
position (xk, yk). The robot should be able to move at its
maximum velocityVmax for some sampling time interval
∆T . This provides a set of reachable points that form a
circle of radiusr = Vmax · ∆T . Thus, the next location
for sampling becomes a function of its headingφk and is
provided by the following equations:

xk+1 = xk + r cos (φk) , yk+1 = yk + r sin (φk) (12)

Schematically, the motion of the robot from one position to
another is depicted in Fig. 6.

Fig. 6. Robot trajectory for collecting measurements.

A. Globally Optimal Trajectory

Several techniques can be applied to generate the opti-
mal trajectory. Exhaustive search is probably the simplest
method and is based on calculating all candidate trajectories
and choosing the “best” among them. The optimization cri-
terion, expressed in terms of the setu = [φ1, φ2 . . . φN−1]T
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of consecutive directions of motion for collectingN ≥ 5
measurements is:

u = arg min
{φ1...φN−1}

trace

(
N∑

i=1

HT
i (φi−1)H i(φi−1)

)−1

This involves discretizing the reachable set, at each time
step (a circle of radiusr), into d intervalsδφd = 2π/d. If
there areN − 1 steps along the path,O(dN−1) candidate
trajectories must be generated and evaluated to determine
which of these minimizes the trace of theexpectedcovari-

ance matrixP̂N = 1
α2

(∑N
i=1 HT

i Hi

)−1

in the above
criterion. For large values ofd, this approach is compu-
tationally intractable.

While the computations required by an exhaustive search
approach may deem it unrealistic, a slightly more restricted
version should provide a reasonable approximation. Instead
of using a large value ford, a significantly smaller number
` is selected. This, initially, generates` large “slices” with
an interior angleδφ`1 = 2π/`, from which a small and
relatively coarse set of trajectories is evaluated. The “best”
trajectory is then refined by iteratively reducing the size of
δφ` around each step in the trajectory, i.e.,δφ`j+1 = δφ`j /`,
j = 1 . . . n. This process, depicted in Fig. 6 is repeatedn
times until δφ`n has reached a desired precision yielding
a final total ofO(n · `N−1) trajectories to evaluate. From
here on, we will refer to this method as Globally Optimal
Trajectory (GOT).

B. Locally Optimal Trajectory

Even the reduced computational requirements of the
restricted exhaustive search (GOT), described in Section IV-
A, can significantly impair the ability of a mobile robot to
react in an emergency situation and collect measurements of
a gas concentration in real-time. Hereafter, a new technique
is described that makes only one-step ahead prediction for
the next position where the robot should move to, in order
to register a measurement. This approach, referred hereafter
as Locally Optimal Trajectory (LOT), has both a reasonable
computational cost and convergence time.

The iterative, one-step optimization process that describes
this new motion strategy, is based on the following recursive
criterion:

uk = arg min
φk

trace
(
Ak + HT

k+1(φk)Hk+1(φk)
)−1

(13)

In this relation, the second termHT
k+1(φk)Hk+1(φk),

is a function of the directionφk that the robot should
follow for collecting its next measurementZk+1. In Ak =
νkI5×5 +

∑k
i=1 HT

i Hi, νk is a small positive number,
constant at each step and is computed based on the set
of previous locationsxi, yi and time instantsti where
the robot recorded measurementsZi, i = 1 . . . k. The
term νkI5×5 guarantees invertibility ofAk while the term∑k

i=1 HT
i Hi corresponds to the information due to the

previously collected measurements.
The solution to this optimization problem provides the

next best sensing positionxk+1, yk+1 of the robot for
minimizing the uncertainty of the estimatêθk+1. Once
the robot makes a decision where to go next, it moves
there, records a measurement, and employs Eqs. (10) and
(11) to update the current state and covariance estimates.
The same process is repeated until sufficient number of
measurements have been collected to reduce the uncertainty
of the estimates for the gas concentration parametersθ
below a specified threshold. This method has linear, to the
number of measurementsN , computational cost and can be
implemented on robots with limited processing capabilities.

In [21], we have proven that the cost function in Eq. (13)
is equivalent to:

uk = arg max
φk

[
Hk+1A−2

k HT
k+1

1 + Hk+1A−1
k HT

k+1

]
(14)

This form of the cost function can be approximated by:

u∗k ' arg max
ω

g2ω
2 + g1ω + g0

(s2 + 2)ω2 + s1ω + (s0 + 1)
(15)

where ω = tan
(

γk−φk

2

)
and γk is the bearing angle

towards the estimated peak of the gas concentration. The
scalarsgj andsj , j = 0, 1, 2, are functions of the problem
parameters and are given in [21].

V. SIMULATION RESULTS

A. Comparison of the Methods

This section presents a comparison between the LOT
method and three of the most popular approaches in the field
of chemical agent detection, namely Chemotaxis, Anemo-
taxis and Random Walk. The results of these methods are
also compared to those of the GOT method.
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A mobile robot moves on flat and obstacle-free terrain
with maximum velocityVmax = 1 m/sec. It starts from the
location (20, 30) and collects measurements of the chemical
agent concentration every∆T = 4 sec. The trajectories that
the robot follows in each case are shown in Fig. 7. These
methods have been tested for three different values of wind
velocity. The results show that the LOT and GOT methods
generate almost identical robot trajectories. In addition, it
should be pointed out that, in most cases, when using the
LOT or GOT method, the robot moves in upwind direction,
when the wind velocity is higher than its own velocity.
On the other hand, the robot moves along the direction
of the wind, when its velocity is higher than the wind
velocity. However, through a number of simulations, it has
been observed that the robot can move in upwind direction
even though the velocity of the wind is lower than that
of the robot. This means that the robot trajectory does not
depend only on the direction and velocity of the wind and
thus predefining the trajectory using only these two criteria
should be avoided.

A number of 1000 trials have been implemented in order
to validate the previous results of the robot trajectories
using all aforementioned methods. The starting location of
the robot, the speed and direction of the wind, and the
maximum robot velocity were uniformly varied. In each
trial, it is assumed that the sampling time and starting time
of the robot is 4 and 100 sec, respectively. The results
show that in 90% of the cases, the LOT approach generates
trajectories almost identical to these computed by the GOT.

The trace of covariance matrix for each method is pre-
sented in Fig. 4. 50 measurements have been used for each
method except for the GOT approach because of its high
computational complexity. Observing Fig. 4, the trace of
covariance matrix using the LOT method converges faster

and to a lower value compared to the other three approaches
(i.e., Anemotaxis, Chemotaxis, Random Walk).

B. Sensitivity Analysis of Initial Estimate Accuracy

In many real-world scenarios, the initial estimatêθ0

for certain elements of the unknown parameter vectorθ
can be close to their actual values. Specifically, for the
location x0, y0 and the timet0 of explosion, a fairly
good initial approximation is likely to be available, based
on witness of the event. Furthermore, the eddy diffusivity
Kx = Ky depends on the type of the chemical gas and the
atmospheric conditions, and therefore a good initial guess
can be retrieved from precomputed tables. However, in most
cases, there is no reliable information about the massQ of
the gas release. For this reason, the initial estimates ofQ
has been intentionally selected far from its real value. It
should be pointed out that an incorrect initial estimate for
this or any of the parameters in̂θ0 may trap the procedure
in a local minimum.

We hereafter present a test case where a mobile robot
moves on flat and obstacle free area collecting data in order
to estimate the parameter vector,θ. The initial information
about the values of the estimated parameters is shown
in Table II, whereas the constant (known) parameters are
listed in Table I. Furthermore, the trajectories of the robot
using inaccurate and precise initial estimates forθ are
shown in Fig. 5. As evidenced from Fig. 8, the elements
of the estimated parameter vector̂θk converge to their
real values even though the initial estimatêθ0 (i.e., the
initial information provided to the robot) is inaccurate.
Convergence is achieved when the robot processes the12th

recorded measurement of the gas concentration. Regarding
the trajectory, and for the depicted initial positionx1, y1 of
the robot, the LOT approach dictates that the robot moves
along the direction of the wind while approaching the point



of the highest concentration of the chemical agent. This
behavior is the same for both an imprecise and an accurate
initial estimate forθ. In addition, the robot trajectory is
almost the same for both GOT and LOT, although there
is a small deviation at the beginning of the procedure.
This deviation remains until the robot processes the5th

measurement.

VI. CONCLUSIONS

This paper addresses the problem of estimating the pa-
rameters associated with an instantaneous gas release in
time critical situations. Using an advection-diffusion model
for the propagation of the release, a new approach has
been developed that is a combination of a nonlinear least-
squares estimation and a locally optimal trajectory genera-
tion technique. The main contribution of this work is that
the LOT technique, results in a reasonable approximation of
the optimal solution in real-time. In addition, LOT and GOT
approaches generate almost identical robot trajectories. It
should be pointed out that LOT, has linear, in the number of
measurements, computational cost and can be implemented
in robotic systems with limited processing capabilities.
On the other hand, the GOT and generally “brute force”
methods have exponential, in the number of measurements,
computational complexity and their implementation in a
real world scenario require prohibitively high computational
resources.
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TABLE I

CONSTANT PARAMETERS.

Parameter Units Values
Mean Wind Velocity u m/sec 0.5

Maximum Velocity of the robot Vmax m/sec 1
Sampling time ∆T sec 4

Initial Position of the robot x(t1) m 20
Initial Position of the robot y(t1) m 40

Initial time t1 sec 100
Eddy Diffusivity in Z axis Kz m2/sec 0.2113

Signal to Noise Ratio (SNR) α2 5·103

TABLE II

REAL , INITIAL , AND ESTIMATED VALUES OF THEPARAMETERS.

Parameter Units θ θ̂0 θ̂k

Gas Release Mass Q Kg 1000 750 1001.50
Eddy Diffusivity Kx m2/sec 12 20 12.050

Location of Explosion x0 m 2 40 2.150
Location of Explosion y0 m 5 25 4.970

Time of Explosion t0 sec 2 30 2.120
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